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WALLSTONES, COLUMNS AND STEPS

SPECIFIC INSTALLATION DETAILS
LAURENTIAN WALLSTONE (CONTINUED)

With the Laurentian wallstone,you can obtain the same appearance of both sides of a double-sided wall.

The Laurentian wallstone comprises the main accessories needed for your projects.

4. Split straight coping* 

5. Double-Sided Coping Chiselled Finish  

6. Step Chiselled Finish  

7. Pillar coping 

* Check product availability
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WALLSTONES, COLUMNS AND STEPS

SPECIFIC INSTALLATION DETAILS
LAURENTIAN COLUMN

ERECTING A COLUMN

You can erect a column with Laurentian wallstone corner blocks. However, since the corner block is not sold separately, you will need to 

use the other blocks (medium and small) when installing the adjacent wall. 

Step 1 

Measure the space where the column will be built. Each column has a cross section of about 27½ in x 27½ in (700 mm x 700 mm).

Step 2 

Prepare a 30 in x 30 in  (770 mm x 770 mm) base, 6 in (150 mm) deep with 0-3/4 in (0-20 mm) granular material.  

Compact well using a vibrating plate, vibrating roller or jumping jack rammer.

Step 3  

Installing Row 1: 

Place the first row blocks in the order shown in Layout 1. Set them firmly and make sure they are level. Use a carpenter’s square to make 

sure you have a right angle. Use concrete adhesive to set the following rows. 

Installing Row 2:

Proceed as you did with row 1, but using Layout 2 as your guide. 

Installing subsequent rows: 

From the third row on, begin with Step 3 and alternate between the two layout patterns until you reach the desired height.  

Step 4 

Option 1: Laurentian coping 

Install the Laurentian coping (Illustration 1) on top of the column as shown. Some cutting will be necessary. To achieve a sturdier col-

umn, glue the Laurentian coping modules with concrete adhesive. 

Option 2: One-piece coping

A one-piece coping has been specially designed to give a final touch to the Laurentian wallstone column as illustration 2.  

Use concrete adhesive on the coping to increase strength.
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WALLSTONES, COLUMNS AND STEPS

SPECIFIC INSTALLATION DETAILS
APPALACHIAN COLUMN

ERECTING A COLUMN

You can erect a column using two Appalachian wallstone cubes. However, since the corner and small blocks are not sold separately, you 

will need to use the other blocks (medium and large) when installing the adjacent wall. 

Step 1 

Measure the area where the column will be built.  Each column measures 291/2 in. x 291/2 in. (750 mm x 750 mm). 

Step 2 

Prepare a 30 in. x 30 in. (770 mm x 770 mm) base filled with 6 in. (50 mm) of 0–3/4 in. (0–20 mm) granular material.  

Compact well using a vibrating plate or a jumping jack.

Step 3  

Row 1 installation: 

Place the first row blocks in the order shown in Layout 1. Set them firmly and make sure they are level. Use a carpenter’s square to make 

sure you have a right angle. Use concrete adhesive to set the following rows. 

Row 2:

Proceed as you did with row 1, but using Layout 2 as your guide.

Installation of subsequent rows: 

From the third row on, begin with Step 3 and alternate between the two layout patterns until you reach the desired height. 

 

Diagram 1

Diagram 2
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SPECIFIC INSTALLATION DETAILS
APPALACHIAN COLUMN (CONTINUED)

Step 4 

Option 1: Appalachian Column

Install the Appalachian coping (Illustration 1) on top of the column as shown. Some cutting will be necessary. To achieve a sturdier 

column, glue the Appalachian coping modules with concrete adhesive. 

Option 2: Specially-designed capstone

You can give the Appalachian wall column its final touch from our specially-designed capstone as seen in illustration 2.  

For a sturdier column, glue the capstone with concrete adhesive.
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